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Tentative Specifications for Extra Refined Wrought-Iron —, 454. 
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Bronze. 
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See Brick. 
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— of Alloys of Lead, Tin, Antimony and Copper, 509. : 
— of Limestone, Lime and Hydrated Lime, 597. 
— of Pig Lead, 523. 
Ultimate — of Refractory Materials, 605. : 
Clay. 
— and Cement Sewer Pipe. Report of Committee C-4, 305; Addendum, 
306. 
Tentative Definitions of — Refractories, 625. 
Tentative Specifications for — Sewer Pipe, 543. 
Coal. 
Tentative Methods for Determination of Fusibility of — Ash, 756. 
Methods of Sampling and Analysis of —. Report of Committee D-3, 391. 
Coal-Tar Pitch. 
See Pitch. 
Coatings. 


Preservative — for Structural Materials. Report of Committee D-1, 361. 


Compounds. 
Tentative Test for Loss on Heating of Oil and Asphaltic —, 732. - 


Concrete. 
— and — Aggregates. Report of Committee C-9, 318. 
Reinforced —. Report of Committee C-2, 264. 
Tentative Specifications for Cement — Sewer Pipe, 556. 
Containers. 
Shipping —. Report of Committee D-10, 395. 
Copper. 
— Wire. Report of Committee B-1,250. - > 
Tentative Methods for Battery Assay of —, 517. 
Tentative Methods for Chemical Analysis of Alloys of Lead, Tin, 
Antimony and —, 509. ‘ 
Tentative Specifications for Tinned Soft or Annealed — Wire for Rubber 
Insulation, 503. 
Corrosion. 
— of Iron and Steel. Report of Committee A-5, 177. Discussion, 241. 
Cotton. 


Lined Fire Hose for Private Department Use, 778. 
Tentative Revisions of Standard Specifications for 24, 3 and 34-in. 
Double-Jacketed — Rubber-Lined Hose for Public Fire ee. 
Use, 779. 
Cotton Fabrics. 
Tentative Methods for Testing —, 749. 
Creosote Oil. 
Tentative Specifications) for, — ” for Priming Coat with Coal-Tar Pitch 
for Use ‘in Damp-proofing and a 678. 
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Creosoted Timber. 
Tentative Specifications for Southern Yellow-Pine Piles and Poles to be 
Creosoted, 662. 
Tentative Specifications for Southern Yellow-Pine Timber to be Creo- 
soted, 660. 
Crushing Strengths. 
Tentative Specifications for Required Safe — of Sewer Pipe to Carry 
Loads from Ditch Filling, 569. 
Cube-in-Water Method. 
Tentative Methods for Determination of Softening Point of Tar Products 


Damp-proofing. 
See Waterproofing. 
Definitions of Terms. 
Tentative Definitions and Rules Governing the Preparation of Micro- 
graphs of Metals and Alloys, 768. 
Tentative Definitions of Clay Refractories, 625. 
Tentative — Relating to the Gypsum Industry, 628. 
Density. 
Standardization of Methods for the Determination of —. H. W. Bearce. 
Report of Committee E-1, Appendix, 412. 
Ditch Filling. 
Tentative Specifications for Required § Safe Crushing Strengths of Sewer 
Pipe to Carry Loads from —, 569. 
Douglas Fir. 
See Fir. 
Drain Tile. 
* —. Report of Committee C-6, 308. t 
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Executive Committee. 
Abstract of the Minutes of the —. Appendix to the Annual —— of 
the —, 116. 
Annual Report of the —, 95.. 
Officers and Members of —, 780. 
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Fabrics. 
Tentative Methods for Testing Cotton —, 749. 
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Tentative Specifications for Selected Structural Bridge 
Trestle Timbers, 656. 
Firebox Steel. 
Tentative Specifications for Boiler and — for Stationary Service, 433. F 
Fire Clay (see also Refractory Materials). 
Tentative Tests for Determination of Softening Point of -— Brick, 594. 
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‘Fire Hose. 
See Hose. 
Foots. 


Tentative Specifications for — Permissible in Property Clarified Pure 
Fol Raw Linseed Oil from North American Seed, 648. 
Forge Welding. 
Specifications for Plates for —. Report of Sub-Committee II of Com- 
mittee A-1, Appendix I, 150. ; wih 
Tentative Specifications for Steel Plates for —, 448 ne i - ‘ 
Fusibility. 


Granite Block. 


Tentative Specifications for Block for — Pavement, 654. 
Grout. 

Tentative Specifications for Materials for Cement — Filler for Brick 

and Stone Block Pavement, 650. =» = 

—. Report of Committee C-11,325: 

Tentative Definitions of Terms Relating to the — Industry, 628. 

Tentative Methods for Tests of — and — Products, 613. 2 

Tentative Report on Design of Reinforced — Beams. Appendix II to _ 
Report of Committee C-11, 348. fa 

Tentative Report on — Plasters. Appendix I to Report of Committee — 
C-11, 331. 

Tentative Specifications for Calcined —, 578. 

Tentative Specifications for —, 575. a 


H 
_-Heating. 
Tentative Tests for Loss on — of Oil and Asphaltic Compounds, 732. 
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Hose. 


Tentative Revisions of Standard Specifications for 2§-in. Cotton Rubber- 
Lined Fire — for Private Department Use, 778. 

Tentative Revisions of Standard Specifications for 2}, 3 and 34-in. : 
Double-Jacketed Cotton Rubber-Lined — for Public Fire Department © oo 
Use, 779. 

, Tentative Specifications for Leader — for Use with Pneumatic Tools, 724. | 

Tentative Specifications for Steam —, 720. 

Hydrated Lime. 


Tentative Methods for Chemical —— of Limestone, Lime and — 597. 
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Ingots. 
Ladle Test Ingot Investigation. Appendix II, Report of Sub-Committee 
XII of Committee A-1, 154. 
Tentative Specifications for Aluminum — for Remelting and for Rolling, 
473. 
Tentative Specifications for Brass Ingot Metal for Sand Castings, 490. a > 
Tentative Specifications for Bronze Bearing Metal in Ingot Form, 494. 
Tentative Specifications for Non-Ferrous Alloys for Railway Equipment 
in —, Castings and Finished Car and Tender Bearings, 458. 
Inspection. 
Report of — of Test Panels, February, 1919. Appendix to Report of ° 
Sub-Committee XIV, of Committee D-1, on Preparation of Iron and 
Steel Surfaces for Painting, 375. 


Insulating Materials. 
Tentative Tests for Molded —, 736. 
Insulation. 


Tentative Specifications for Tinned 7 or oa Copper Wire for 
Rubber 503. 


Iron. 

Corrosion of —and Steel. Report of Committee A-5, 177. Discussion, 
241. 

Preparation of — and Steel Seuheens for Painting. Report of Sub- 
Committee XIV, of Committee D-1, 374. 

Tentative Revisions of Standard Specifications for Engine-Bolt —, 778. 

Tentative Specifications for Extra-Refined Wrought — Bars, 454. 

Wrought —. Report of Committee A-2, 174. _s “a 


See Ingots. | +, 


Lead. 
a4 Tentative Methods for Chemical Analysis of Alloys of —, Tin, Antimony 


as and Copper, 509. 
Tentative Methods for Chemical Analysis of Pig —, 523. 
all Tentative Specifications for —, 483. 


Leader Hose. 
See Hose. 


—. Report of Committee C-7, 310. ; 

Tentative Methods for Chemical Analysis of Limestone, — and Hydrated 
—, 597. 

Tentative Specifications for Masons’ Hydrated —, 571. 
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Tentative Specifications for Foots enact in Properly Clarified 
Pure Raw — from North American Seed, 648. 


Lubricants. 
—. Report of Committee D-2, 388. Discussion, 389. 
Tentative Tests for Viscosity of —, 728. aA Ran 


M 
a Magnification Scales. 
= — for Micrographs. Report of Committee E-4, 422. 
Malleable Castings. 
—. Report of Committee A-7, 248. 
_ Marburg Memorial Section. 
Edgar Marburg Memorial Section, 39. 
Masons’ Lime. 
| See Lime. 
Materials. 
Preservative Coatings for Structural —. Report of Committee D-1, 361. 
Road —. Report of Committee D-4, 392. 
Tentative Methods for Ultimate Chemical Analysis of Refractory —, 605. 
Tentative Specifications for — for Cement Grout Filler for Brick and 
Stone Block Pavement, 650. 
Tentative Specifications for — for Cement Mortar Bed for Brick, Stone 
Block and Wood Block Pavement, 652. 
Tentative Test for Determination of Porosity and Permanent Volume 
Changes in Refractory —, 590. 
Tentative Tests for Molded Insulating —, 736. 
Tentative Tests for Refractory — under Load at High Temperatures, 581. 
Tentative Tests for Slagging Action of Refractory —, 586. 
Textile —. Report of Committee D-13, 400. 
Metallic Coatings. 
5 Preservative —. Report of Sub-Committee II of Committee A-5, 179. 
2 Metals (see also Alloys, Aluminum, Copper, Iron, Lead, Steel). 
Non-Ferrous — and Alloys. Report of Committee B-2, 253. Discus- 
sion, 259. 
Tentative Definitions and Rules Governing the Preparation of Micro- 
graphs of — and Alloys, 768. 
Tentative Specifications for Brass Ingot Metal for Sand Castings, 490. 
Tentative Specifications for Bronze Bearing Metal in Ingot Form, 494. 
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Tentative Specifications for Bronze Bearing — for Turntables and Pu: 


Movable Railroad Bridges, 463. 
Tentative Specifications for White Metal ieiien Alloys (known Com- 
mercially as ‘‘ Babbitt Metal"), 468. 
Methods. 
: — of Sampling and Analysis of Coal. Report of Committee D-3, 391. 
— of Testing. Report of Committee E-1, 411. 
Standardization of — for the Determination of Density. Report of Com- 
mittee E-1, Appendix, 412. 
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Micrographs. 
Magnification Scales for —. Report of Committee E-4, 422. 
Tentative Definitions and Rules Governing the Preparation of — of 
Metals and Alloys, 768. 
Mortars. 
Tentative Specifications and Tests for Compressive Strength of Portland- 
Cement —, 23. 
Tentative Specifications for Material for Cement Mortar Bed for Brick, 
Stone Block and Wood Block Pavement, 652. 
Movable Bridges. 
Tentative Specifications for Bronze Bearing Metals for Turntables and 
Movable Railroad 4 463. 


Nailed Boxes. 
Tentative Specifications for Canned Foods “Nailed and Lock- 
Corner Construction, 680. 
Non-Ferrous Metals. 
—and Alloys. Report of Committee B-2, 253. Discussion, 259. 


Tentative Specifications for Creosote — for Priming Coat with Coal-Tar 
Pitch for Use in Damp-proofing and Waterproofing, 678. 


Tentative Specifications for Foots Permissible in Properly Clarified Pure 
Raw Linseed — from North American Seed, 648. 
Tentative Tests for Loss on Heating of — and Asphaltic Compounds, 732. 
Organic Impurities. 
Abrams-Harder Field Test for — in Sands. Report of Committee C-9, 
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Paint (see also Preservative Coatings). 
— Thinners other than Turpentine. Report of Sub-Committee XI, of 
Committee D-1, 364. 
Preparation of Iron and Steel Surfaces for Painting. Report of Sub- 
Committee XIV, of Committee D-1, 374. 
Terms Used in Reporting the Service Condition of Painted Surfaces. 
Report of Sub-Committee XVI, of Committee D-1, 384. 
Testing of — Vehicles. Report of Sub-Committee III, of Committee 
D-1, 363. 
Papers. 
—and Publications. Report of Committee E-6, 424. 
Pavement. 
Tentative Specifications for Block for Granite Block —, 654. 
Tentative Specifications for Materia!s for Cement Grout Filler for Brick 
and Stone Block —, 650. 
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Pavement (Continued): 
Tentative Specifications for Materials for “°ement Mortar Bed for Brick, 

Stone Block and Wood Block —, 652. 

Tentative Specifications for Wooden Paving Blocks for Exposed Pave- 


ments, 664. oa 
Paving Blocks (see also Pavement). 
: Tentative Specifications for Wooden — for Exposed Pavements, 664. 2 
Piles. 
re Tentative Specifications for Southern Yellow-Pine — and Poles to be ie 
Creosoted, 662. 
Pine. 
Tentative Specifications for Southern Yellow- — Piles and Poles tobe => 
Creosoted, 662. 
Tentative Specifications for Southern Yellow- — Timber to be Creosoted, 
660. 
Pipe. 
Clay and Cement Sewer —. Report of Committee C-4, 305. a a. 


Tentative Specifications for Cement-Concrete Sewer —, 556. 

Tentative Specifications for Clay Sewer —, 543. 

Tentative Specifications for Required Safe Crushing Strengths of Sewer 
— to Carry Loads from Ditch Filling, 569. a 


Waterproofing, 674. 
Tentative Specifications for Creosote Oil for Priming Coat with Coal- _ 
Tar — for Use in Damp-proofing and Waterproofing, 678. 


Plasters. 
ia ; Tentative Report on Gypsum —. Report of Committee C-11, Appendix _ 
I, 331. 
Plates. 
a 5 oy Specifications for Steel — for Forge Welding. Report of Sub-Committee _ 
ss TT of Committee A-1, 150. 
he Tentative Specifications for Steel — for Forge Welding, 448. on 
‘Tentative Specifications for Steel Tie —, 429. 
Poles. 


Tentative Specifications for Southern Yellow-Pine Piles and*’— to be 
Creosoted, 662. 
Porosity. 
a Tentative Tests for Determination of — and Permanent Volume Changes | 
in Refractory Materials, 590. 


Portland Cement. 
> Fd — for Structural Materials. Report of Committee D-1, 361. . 
_ Preservative Metallic Coatings. Report of Sub-Committee II, of Com- 


mittee A-5, 179. 
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Tentative Specifications for Creosote Oil for Priming Coat with Coal- 
Tar Pitch for Use in Damp-proofing and Waterproofing, 678. 

Tentative Specifications for — for Use with Asphalt for Use in Damp- 
proofing and Waterproofing, 673. 

Proceedings. 

Summary of the — of the Twenty-second Annual Meeting, 9. 

Publications. 

Papers and —. Report of Committee E-6, 424. hal as 


Railroad Bridges. 

Tentative Specifications for Bronze Bearing Metals for Turntables and 
Movable —, 463. 

Rails. 

Tentative Revisions of Standard Specifications for Open-hearth Steel 
Girder and High Tee —, 777. 

Railway (see also Steel). 

Tentative Specifications for Non-Ferrous Alloys for — Equipment in 
Ingots, Castings and Finished Car and Tender Bearings, 458. 

Raw Linseed Oil. 

See Linseed Oil. 


Reinforced Concrete. » 
—. Report of Committee C-2, 264. 


Reinforced Gypsum. 


Tentative Report on Design of — Beams. Report of Committee C-11, 
Appendix I, 348. 4 
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Refractories. Report of Committee C-8, 315. 
Tentative Definitions of Clay Refractories, 625. 
Tentative Methods for Determination of Porosity and Permanent = ae 

Volume Changes in —, 590. on 
Tentative Methods for Ultimate Chemical Analysis of —, 605. : 
Tentative Tests for Determination of Softening Point of Fire-Clay ew Viet 


Brick, 594. 
Tentative Tests for — under Load at High Temperatures, 581. _ 
Tentative Tests for Slagging Action of —, 586. 
—. Report of Committee D-4, 392. 7 


Proposed Revision of Tentative — Belting for 
Transmission. Report of Committee D-11, Appendix, 398. 
— Products. Report of Committee D-11, 396. 
Tentative Revisions of Standard Specifications for 2j-in. Cotton —-Lined 
Fire Hose for Private Department Use, 778. 
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Rubber (Continued): : 
Tentative Revisions of Standard Specifications for 24, 3 and 3}4-in. fs ; 
Double Jacketed Cotton — -Lined Hose for Public Fire Department _ f 
Use, 779. x 
Tentative Specifications for — Belting for Power Transmission. Appen- 
dix to Report of Committee D-11, 398. + a 
Tentative Specifications for — Belting for Power Transmission, 715. my 2 
Tentative Specifications for Insulated Wire and Cable: 30-per-cent 
—, 689. 
Tentative Specifications for Tinned Soft or Annealed Copper Wire for 
— Insulation, 503. 
Sampling. 
Methods of — and Analysis of Coal. Report of Committee D-3, 391. 
Sands. 
Abrams-Harder Field Test for Organic Impurities in —. Report of 
Committee C-9, Appendix, 321. . 
Sewer Pipe. aa 
a. Clay and Cement —. Report of Committee C-4, 305. Addendum, 306. » 
Tentative Specifications for Cement-Concrete —, 556. “ 
_ Tentative Specifications for Clay —, 543. 
Tentative Specifications for Required Safe Crushing Strengths of — te 
Carry Loads from Ditch Filling, 569. 
Report of Committee D-10, 395. = fe 
Slagging Action. 
Tentative Tests for — of Refractory Materials, 586. 
Softening Point. 7 
Tentative Methods for Determination of — of Tar Products (Cube-in- 
Water Method), 764. 
Tentative Tests for Determination of — of Fire-Clay Brick, 594. 
Sodium-Sulfate Treatment. 
A Study of the Proposed A.S.T.M. Tentative Specifications for Building 
Brick and a Correlation of Their Requirements with — and Actual 
Freezing. Report of Committee C-3, Appendix, 268. 
Solder. 
Tentative Specifications for — Metal, 498. 
Standardization. 
—. Annual Address by the President, Mr. G. H. Clamer, 80. 


Steam Hose. 
Steel. al 


Corrosion of Iron and —. Report of Committee A-5, 177; Discussion, 
241. 
Report of Committee A-1, 138. Addendum, 171. 
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Steel (Continued): 
Tentative Revisions of Standard Specifications for Conable — Girder 
and High Tee Rails, 777. 
Tentative Specifications for Boiler and Firebox — for Stationary S saat : 
433. 
Tentative Specifications for Carbon Tool —, 438. 
Tentative Specifications for Electric Cast — Anchor Chain, 444. 
Tentative Specifications for Low-Carbon- —Track Bolts, 440. 
Tentative Specifications for — Plates for Forge Welding, 448. Py 
Tentative Specifications for — Tie Plates, 429. ae 
Stone Block. 
Tentative Specifications for Materials for Cement Grout Filler sai aaa 
Brick and — Pavement, 650. 
Tentative Specifications for Materials for Cement Mortar Bed for 
Brick, — and Wood Block Pavement, 652. 
Structural Materials. 
Preservative Coatings for —. Report of Committee D-1, 361. i as 
Summary of the Proceedings. 
— of the Twenty- second Annual Meeting, 9. 
Surfaces. 
Preparation of Iron and Steel — for Painting. Report of Sub-Committee 
XIV, of Committee D-1, 374. | ae 
Terms used in Reporting the Service Condition of Painted —. Reportof 
Sub-Committee XVI, of Committee D-1, 384. 
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Tag Closed Testers. 
Report of U. S. Bureau of Standards on —. Report of Sub-Committee 
XI, of Committee D-1, Appendix, 367. 
Tar Products. 
Tentative Methods for Determination of Softening Point of — (Cube-in- 
Water Method), 764. 
Tender Bearings. 


See Bearings. ad 
Tentative Standards. 


See Table of Contents, p. 5. 
Terms. 
Tentative Definitions of — Relating to the Gypsum Sitatinn 628. 
= used in Reporting the Service Condition of Painted Surfaces. Report 
of Sub-Committee XVI, of Committee D-1, 384. : 
Testing. 
Methods of —. Report of Committee E-1, 411. 7 
Report of Inspection of Test Panels, February, 1919. — of Sub- 
Committee XIV, of Committee D-1, Appendix, 375. 
—of Paint Vehicles. Report of Sub-Committee III of Committee 
D-1, 363. 
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Textile Materials. 
—. Report of Committee D-13, 400. a 
Thinners. 


Paint — other than Turpentine. Report of Sub-Committee XI of 
Committee D-1, 364. 


Tie Plates. Re 
Tentative Specifications for Steel —, 429. 


Tile. 


Drain —. Report of Committee C-6, 308. on 

Timber. 

Tentative Specifications for Selected Structural Douglas Fir Bridge - 
Trestle Timbers, 656. 


Tentative Specifications for Southern Yellow-Pine — to be Creosoted, 660. 


Tin. 
Tentative Methods for Chemical Analysis of Alloys of Lead, —, Antimony 
and Copper, 509. 
Tentative Specifications for Tinned Soft or Annealed Copper Wire for 
Rubber Insulation, 503. 
Tool Steel. 
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